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XL1921 SOLAR COLLECTOR  

MOUNTING SYSTEM FOR SLOPED ROOF  

 

 

 

 
Subject to technical modifications. 

Due to continuous further development, the drawings, installation steps and technical data indicated here 

may differ.  
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1.   About this document 
 
1.1 Purpose of this document 

This document is to provide you with information regarding the XL1921 solar collector. It contains 

information concerning:  
        Safety/hydraulic interconnection/ Connection options/ Assembly and installation/ Accessory kits/ 

Lightning protection/ Maintenance and Repair, etc. 

 

1.2 Target group for this document 
These installation instructions are intended for installation engineers. 

 

1.3 Symbols used in this document 
 

 

 

 

 

 

 

 

 

 

 
2.   Safety information 
 

The respective state’s specific standards and safety regulations must be 

adhered to. 

Please pay careful attention to this safety information in order to avoid the risk 

of injury or death and damage to property and equipment. Carefully read 

through these installation instructions. 

 

2.1     Working on the solar energy system 

Installation, initial setup, inspection, maintenance and repairs must be carried out by authorized 

service personnel (registered heating engineers). Work must comply with the relevant safety 

standards, e.g. DIN, EN, DVGW and VDE. Before working on the solar energy system, it should 

be isolated from the mains power (e.g. by removing its separate fuse or switching its circuit 

breaker) and steps taken to prevent it being switched back on. 

 

2.2     Repair work 

Repairs to safety-critical components are not permitted. If components are replaced, original 

replacement parts must be used. 

 

2.3     Roof work 

The maximum permissible load for the substructure and the required distance from the roof 

edge are to be observed in accordance with local regulations. The accident prevention 

guidelines stipulated by the trade associations must also be observed. 

 
2.4     Gloves and safety glasses 

Wear gloves and safety glasses to avoid cut injuries when installing the collector. 

 
2.5     Fire hazard 
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XL 1921 solar collector, as CPC evacuated tube collectors can reach stagnation temperatures 

in excess of 200°C during installation and operation. The flow and return connections are a 

burn hazard due to (among other things) escaping steam. 

 
2.6     Overhead electrical lines 

Appropriate safety measures must be taken in the vicinity of overhead electrical lines. 

 
2.7     Equipotential bonding / lightning protection 

The pipework of the solar circuit in the lower part of the building must be bonded as specified 

by VDE. The connection of the collector system to an existing or new lightning protection 

system, as well as the installation of a local equipotential bond, may only be carried out by 

authorized service personnel after taking all local conditions into consideration. 

 
3.    General Information 
 
3.1     Structure and function of XL1921 collector 
 

The XL1921 evacuated tube collector consists of 3 main components, which are completely 

pre-assembled in a collector module: 

➢ Evacuated tubes 

➢ CPC reflector 

➢ Manifold with heat transfer units 

        

The incident solar radiation is reflected by the CPC reflector onto the absorber surface of the 

evacuated tubes where it is converted into heat.  

The high vacuum in the tubes combined with the highly selective coating on the absorber 

prevents the heat from escaping into the environment.  

The heat is transported away from the collector using a suitable heat transfer medium and by 

means of so-called heat exchangers inside the vacuum tubes and the tube register connected 
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to them. 

 

3.2    Applications and design of XL1921 
 

The XL1921 collector may be used for water heating, room heating, etc.  

 

The CPC XL/OEM XL collector should only be used in conjunction with suitable solar controllers 

and only in intrinsically safe and sealed solar heating systems that are fitted with a suitable and 

sufficiently sized expansion tank. 

 

3.3    Technical data of XL1921 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
Annual energy yield under Solar Keymark 
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Main specifications 
 

     
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

3.4    Hydraulic interconnection of collectors 
An average throughput of 30 – 40 l/h per m2 of aperture area (approx. 0.5 – 0.7 l/min per m2) 

can be assumed when selecting the piping dimensions. We recommend low-flow operation for 

large-scale solar energy systems, as the specific flow rate can be reduced to 12 – 18 l/h m2 

(approx. 0.2 – 0.3 l/min per m2).  

In order to keep piping work to a minimum, we recommend that you connect max. 9.0 m2 (high-

flow) and 15 m2 (low-flow) of collector aperture area in series. In order to minimize the pressure 

loss due to the solar energy system piping, the flow speed in the copper piping should not 

exceed 1 m/s. We recommend flow speeds of between 0.3 and 0.5 m/s. 

The cross sections should be dimensioned in accordance with throughput and speed as in a 

standard heating system. We recommend that you use standard copper piping and fittings 

when installing the collectors. 

The components used must be resistant to the heat transfer medium. The thermal insulation of 

pipes outdoors must be temperature and UV radiation-resistant and resistant to bird damage. 

 

Guidelines for selecting pipe diameter dimensions 

For series connection of XL1921 
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- high-flow 

 

- Low-flow 

 

The values are reference values which must be determined precisely on a case-by-

case basis. 

 

3.5    Connection options  
    
 
 
 
 

3.5.1 Connection options for 1 collector 

Caution: Sensor position on the flow side (hot). 

 

 

 

 

 

 

 

 

 
 

3.5.2 Connection options for 2 or more adjacent collectors 

Caution: Sensor position on the flow side (hot). 

 

 

 
Reverse connection of the flow 
direction is possible. 

 

 

 
 
 

3.5.3 Connection options for 2 or more stacked collectors 
Caution: Sensor position on the flow side (hot). 
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3.5.4 Connection options for 1 or 2 adjacent collectors and 2 or 3 stacked collectors 
Caution: Sensor position on the flow side (hot). 

 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

3.5.5 Connection options f for 1 or 2 series connections beside each other and several series 

connections above each other 

Caution: Sensor position on the flow side (hot). 
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4.      Installing the XL1921 solar collector 
 
 
 
 
4.1     General notes on installation 

➢ The accident prevention regulations of accident prevention and insurance associations 

are to be observed. 

➢ Danger of falling persons, falling objects, breakthrough of surfaces due to insufficient load-

bearing capacity, etc., are to be prevented by means of appropriate measures such as 

the use of scaffolding, protective walls, safety harnesses, leaning ladders, intercepting 

scaffolds, roof scaffolds, roof ladders, etc. 

➢ When installing the XL1921 solar collector, gloves and safety glasses are to be worn. 

➢ When overhead power lines are nearby, appropriate safety measures (voltage 

disconnection, covering, safety distances) are to be observed upon consultation with the 

line operator. 

➢ The collector is to be fastened carefully, so that the stresses which arise in the event of 

gales, storms, and snow, can be safely accommodated by the fasteners. 

➢ For installations in gardens, safety precautions are to be taken, in order to prevent playing 

children from becoming injured, or from causing damage. 

➢ The alignment of the collector is to be as southerly as possible. A deviation of ±30° is 

possible. Shading during the main usage period is to be avoided. 

➢ The manifold of the collector is always to be installed uppermost. 

➢ The predefined minimum pitch of the collector is 15° (self-cleaning), the maximum pitch 

is 90°. 

➢ The sun protection sheet must be left on the collector until the collector has been flushed 

and filled, however it must not be exposed to the weather for longer than 4 weeks. For 

longer periods, a suitable sun protection tarpaulin must be applied. 

➢ Plastic piping and press-fitting connections are not permissible in the collector circuit. 

➢ All hydraulic connections are to be realized using olive connections (recommended) or 
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brazed joints. 

➢ When brazing, comprehensive fire protection and sufficient ventilation are to be ensured. 

➢ The insulation of the connecting pipework must be resistant to temperatures of up to 

150°C, and UV-resistant. 

  
4.2     Transporting the collector onto the roof 

The collector is transported onto the roof inside the packaging. This prevents damage to the 

reverse side of the collector. Attention is to be paid to the strength of the wind. 

On the reverse side of the collector, strap loops are found above and below, left and right. 

Hooks or straps can be inserted here. In so doing, it must be ensured that fastenings (knots) 

are secure. 

Transport onto the roof is made easier with a construction crane or mobile crane. If such a 

device is not available, an inclined hoist can be used. In either case, the collector must, in 

addition, be guided by ropes, which prevent swinging or lateral tilting. In the absence of motor-

powered aids, the collector is hoisted onto the roof with the help of leaning ladders or planks, 

which serve as slide ramps. 

     
4.3     Installing the collector onto the sloped roof  

    
4.3.1  Overview of the sloped roof installation components 

 
 

 
 

4.3.2 Components of the sloped roof mounting system  
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Vertical frame                                       Horizontal frame 

Quantity:2                 Quantity: 2 

                                                   

                                                                                                                                              
                                              

 

 
 
 
Clamp       Bearing clip  

Quantity:4                 Quantity: 6 

                                                                                                                                                                       

 

     
 
Nut and bolt 

Quantity:10        Nut and bolt  

                Quantity: 4 

 

(6 sets for fixing the 6 bearing clips and                (for fixing the 4 clamps)  

4 sets for fixing the vertical frames and 

     horizontal frames at 4 corners)      

 
4.3.3 Explosive illustration of the connections of clamps/bearing clip/nuts/ 
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4.3.4 Fix the collector onto the sloped roof mounting system  

 

Rest the collector in its packaging on the bearing rails, open the package and let the collector 

slide into the lower retainers. Each lower retainer must completely encompass the lower frame 

of the collector. 

 

Check that all screw fittings are securely fastened.  

 

The same fits for all the 6 bearing clips for the upper and lower retaining and fixing of the 

XL1921 solar collector onto the mounting system.  
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4.3.5 Clamps to fit into different roof types 
 
 
                           
 
 
 
 
 
 
 
 
 
 
 
                     
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 

For pan tiles 
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For plain tiles 

For barrel tiles 
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5.     Hydraulic connection 
 

5.1     Connections with olive rings 
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5.2    Connecting the flow and return lines to the collector 
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5.3    Sensor connection  
 
 
 

 
       
6.     Periodic inspection and maintenance 

The solar collector should be periodic inspection by the licensed plumbers at least one time a 

year. The vacuum tube, the plumbing connections, vacuum quality of the evacuated tubes, 

tube supporters, mounting kits should be inspected. All the aspects above should be the same 

as when it was installed. 

          
 
 

 


